1.

2.

For appraisal purposes only,

KOCC T.sS.

Wet Weather Haul Assessment

not part of the contract,

not to be used as final design.

Road
Number

Station
(Approx.)

Treatment
Structure

Right/Left

Rock Needs
(Crushed, Pit
Run)

CY

Remarks

3067

1+50

Sediment
Trap
w/filter 1/

Right/Left

4 inch 1lift of
crushed clean

Wetland left and right

3+00

Sediment
Trap
w/filter 1/

Right

Traps at cross drain

5+30

Sediment
Trap
w/filter 1/

Right

Traps at cross drain

31+70

Sediment
Trap
w/filter 1/

Right

Stream Crossing

36+96

Sediment
Trap
w/filter 1/

Right

Stream Crossing

42+24

Sediment
Trap
w/filter 1/

Right/Left

Stream Crossing

47+52

Sediment
Trap
w/filter 1/

Right

4 inch 1lift of
clean crushed
(80CY)

Stream Crossing

52+80

Sediment
Trap
w/filter 1/

Right

Stream Crossing

58+08

Sediment
Trap
w/filter 1/
30ft. Straw
wattle
(left)

Right

Stream Crossing

68+64

Sediment
Trap
w/filter 1/
2/

Left/Right

3067 w/ jct.

Sets of 3.

Filter begins 70 ft.

before jct. and continues 120 ft. past jct. Filter begins on right past jct.

3067050, 055




